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MOTORS | BATTERY

• Patent ZERO motor head conceals all wires by wrapping them around the head.
• Retro-fit solution, turn manual blinds into motorised shades 
with ease, simply remove winder, insert motor & operate.
• Soft Stop technology which slows the blind prior to stopping.
• Micro USB 5 volt charging.
• Colour matching motor head cap conceals hardware.
• Long lasting battery - up to 500 cycles per charge.

COLOUR
RANGE

black

pure white

WEBPAGE LINK

MOTOR
HARDWARE

MOTOR

 2.0 Nm

 1.1 Nm

 MOTOR COVER

CONTROL

BRACKETS 

TUBES

BOTTOM RAILS

ZERO VISIBLE WIRES RETRO-FIT SOLUTION

The motor head has a slot 
which retains the antenna.

Hide the motor head with a 
colour matched Motor Cap.

Replace a chain control with a ZERO Li-ion motor 
without having to change any existing hardware.

SOFT STOP MICRO USB CHARGING

Shade gradually reduces speed when coming to a stop for 
ultra-smooth movement.

LED behind button will glow to indicate successful charging.

https://www.automateshades.com/au/products/


TECHNICAL DATA

TUBE CAPACITY CONTROL CAPACITY
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PARAMETERS: 

FABRIC DENSITY: 390gsm

S45 | LIGHT FABRIC THICKNESS: 0.6mm

S45 | STANDARD WEIGHT BAR: D30 Bottom Rail

S45 | HEAVY DUTY TUBE DEFLECTION: 1.05mm/m

NOTE: S40 IS ONLY COMPATIBLE 
WITH 1.1Nm MOTORS

LINKED

TUBES

S40 | STANDARD
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PARAMETERS: 

FABRIC DENSITY: 390gsm

FABRIC THICKNESS: 0.6mm

WEIGHT BAR: D30 Bottom Rail

TUBE DEFLECTION: 1.05mm/m
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DOUBLE BRACKETS MAX ROLL
SLIM PROFILE | TOP-FRONT

Fabric Roll Options
SLIM PROFILE | TOP-BACK

Fabric Roll Options
SQUARE-X

Fabric Roll Options
SLIMLINE-X

Fabric Roll Options

SLIM PROFILE/SQUARE-X 70mm
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SLIMLINE-X 65mm

MOTORS | BAT. SPECIFICATIONS

CONTROL 
OPTIONS

MINIMUM 
SHADE WIDTH 

(no covers)

TUBE DEDUCTIONS

NO BRACKET
COVERS

WITH BRACKET 
COVERS

ZERO 1.1Nm Short 569mm

26mm *28mmZERO 1.1Nm 642mm

ZERO 2.0Nm 739mm

*Add +1mm to deductions for Motor Cover installations.

TUBE WIDTH = SHADE WIDTH - [CONTROL + IDLER]

Minimum Shade Width based on 5mm gap between hardware in tube.

C
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SINGLE 
BRACKETS

SPECIFICATIONS
MAX ROLL

PITCH WIDTH HEIGHT

AX
40mm 40mm 60mm 75mm

55mm 40mm 75mm 105mm

VX/LX 40mm 50mm 65mm 75mm

LX 55mm 50mm 80mm 105mm
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SLB660DBH
DOUBLE HORIZONTAL SKYLINE BRACKET SET DOUBLE VERTICAL SKYLINE BRACKET SET

SLB660DBH SLB660
SKYLINE BRACKET

RB08-4151-xxx040
LX BRACKET COVER 40mm

SL01-0306-xxx040
SKYLINE LX BRACKET

RB09-0352-xxx040
EASY-LOCK LX INSTALLATION BRACKET | S45

RB09 SQUARE-X DOUBLE EASY-LOCK BRACKET | S45
RB09-8384-xxx122

RB08-8398-xxx148
SLIM PROFILE DOUBLE BRACKET - TOP BACK
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M40 RB09 H/D EASY-LOCK LX INSTAL. BRACKET | S45
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LIFTING
CAPACITY

TUBE

S40 STD S45 LT S45 STD S45 HD

1.1Nm 5.8kg 5.2kg 5.1kg 4.6kg

2.0Nm - 9.4kg 9.2kg 8.3kg

https://www.texstyle.com.au/collections/balmoral
http://www.texstyle.com.au/collections/balmoral
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